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3'-0"± 6'-0" 3'-0" ±

18'-0" LAYING LENGTH (TYP.)

6'-0"

SECTION B 2 - 2"ø SCH. 40 P.V.C. TV CABLE CONDUITS &
6 - 4"ø SCH. 40 P.V.C. TELEPHONE CONDUITS

SECTION C 1 - 6"ø P.I.P. SANITARY SEWER LINE &
1 - 6"ø  SCH. 80 P.V.C. LANDSCAPE CONDUIT OR
2 - 6"ø SCH. 80 P.V.C. ELECTRICAL CONDUIT

4'-6"± 9'-0" 4'-6"±

18'-0" LAYING LENGTH (TYP.)

SECTION A 12"øD.I.P. WATER LINE
OR 16"ø STL. NATURAL
GAS ENCASEMENT PIPE

4'-6" 9'-0" 4'-6" 

18'-0" LAYING LENGTH (TYP.)

¢ 2 - CONCRETE INSERTS
    & ×"ø HANGER RODS (TYP.)
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LEVEL

¢ UTILITY HANGER FOR
  2 - 2"ø SCH. 40 P.V.C. TV CABLE CONDUITS &
  6 - 4"ø SCH. 40 P.V.C. TELEPHONE CONDUITS

¢  UTILITY HANGER FOR
  1 - 8"ø STL. NATURAL GAS PIPE INSIDE
  1 - 16"ø STL. ENCASEMENT PIPE

¢ UTILITY HANGER FOR
  1 - 12"ø D.I.P. WATER LINE

×"ø GALV. ASTM A 307 HANGER
ROD W/ 6 HEX HEAD NUTS, STD.
WASHERS & LOCK WASHERS 

-0.02'/FT.

×"ø  GALV. ASTM A 307
HANGER ROD WITH
10 HEX HEAD NUTS, STD.
WASHERS & LOCK WASHERS 

BAR ½ x 4 x 1'-2
(TYP.)

×"ø GALV. AASHTO M 164
HANGER RODS W/ 6 HEX
HEAD NUTS STD. WASH.
& LOCK WASHERS 

P.C. SEGMENT 

P.C. SEGMENT 

"L"-6 "

"L"

L 3½" x 3½"  x É"  
BRACE W/ 4 - 1"ø 
HOLES FOR HANGER
RODS AS SHOWN
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¢ UTILITY HANGER FOR 1 - 6"ø
D.I.P. SANITARY SEWER LINE 
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SEE DETAIL

ALL DIMENSIONS NORMAL TO 134TH CONSTR. LINE

G

INSERT (TYP.)
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P.C. SEGMENT 
P.C. SEGMENT 

TOP OF  
ROADWAY
SLAB

×"ø  GALV. ASTM A 307 HANGER ROD
W/ 8 HEX HEAD NUTS, STD. WASHERS,
& LOCK WASHERS -0.02'/FT.

¢ UTILITY HANGER FOR
   2 - 6"ø SCH. 80 PVC ELECTRICAL CONDUIT

¢  UTILITY HANGER FOR
   1 - 6"ø SCH. 80 P.V.C. LANDSCAPE CONDUIT

×"ø GALV. ASTM  A 307
HANGER RODS W/ 6 HEX
HEAD NUTS STD. WASH.
& LOCK WASHERS 

×"ø GALV. ASTM A 307
HANGER ROD WITH
10 HEX HEAD NUTS, STD.
WASHERS & LOCK WASHERS 

HANGER UTILITY SUPPORT

1'-0"

D

"L"-6 "

"L"

L 3½  X 3½ X  É BRACE  FOR 
HANGER RODS AS SHOWN

SEE DETAIL

DETAIL G

INSERT TO BE INSTALLED LEVEL LONGITUDINALLY
AND TRANSVERSELY.  PLACE INSERT TO PROVIDE
FOR TRANSVERSE ADJUSTMENT OF HANGER RODS.

BOTTOM SLAB REINF.

S
LA

B

ANVIL INSERT FIG. 282.
UNISTRUT M 26 SPOT CONCRETE INSERT
DAYTON-RICHMOND IASM OR APPROVED EQUAL (TYP.)

#4 X 2'-6" BEND 
IN FIELD TO FIT

F

½"" STEEL BAR 4" X 4" SQUARE (ASTM A36) 

½" FABRIC PAD 4" X 4" SQUARE, BOND TO
STEEL BAR WITH APPROVED EPOXY.

E

STEP 2 - AFTER PROVIDING A TIGHT FIT BETWEEN FABRIC PAD 
      AND BOX GIRDER WEB,TURN OUTER NUT ONE FULL 
      TURN AWAY FROM CONCRETE (TYP. FOR BOTH ENDS
      OF HORIZONTAL BRACING).

STEP 1 - TURN OUTER NUT TO ALIGN VERTICAL
        HANGER RODS.

STEP 3 - TURN INNER NUT 1/3 TURN AGAINST
           STEEL BAR AFTER SNUG TIGHTENING

L 3½ X 3½ X É (ASTM A 36) 

×"ø  BOLT (ASTM A307) W/ 2 HEX HEAD NUTS

DETAIL D
*  LENGTH OF BOLT TO BE
   VERIFIED IN FIELD
   BY THE CONTRACTOR
   TO INSURE A TIGHT-FIT.

*
4" MIN.

L 3½ X 3½ X É

2
"

2
"

2" 2"

¢ 1"ø  HOLE FOR
  ×"ø  BOLT

BAR 4 X 4 X ½
(ASTM A 36) 

¼" (TYP.)

1. ALL MATERIALS SHALL BE GALVANIZED AFTER FABRICATION PER AASHTO M 111
   OR AASHTO M 232 EXCEPT ANVIL PIPE ROLL.
2. PAINT PIPE ROLL WITH THREE COATS OF GALVANIZING REPAIR PAINT. SEE
   STD. SPEC. 9-08.2.

NOTE:  

SECTION E
SECTION

¢ STEEL BAR, FABRIC
  PAD & ×"ø  BOLT
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APPROACH SLAB END DIAPHR.

UTILITY CONDUIT PLACEMENT DETAIL

10'-0"

STUB OUT AND CAP WHEN 
INSTALLED FOR FUTURE
CONDUIT PIPES ONLY

LANDSCAPE CONDUIT, 
TV CABLE CONDUIT &
TELEPHONE CONDUIT

¼

¼

ANVIL PIPE ROLL FIG. 171,
B-LINE B3114,ELCEN 15 OR
APPROVED EQUAL (TYP.)

ANVIL PIPE ROLL FIG. 171,
B-LINE B3114, ELCEN 15 OR
APPROVED EQUAL (TYP.)


